2012 Instrument Placement

first row at 4m below MLLW

Updated 2012-08-20 raf second row at 1m above bottom

Depth
(m)

Transect Station Lat Long Tidbit Temperature Conductivity/Oxygen Current Fluorescence Pingers

altitude total type SN Altitude SN Altitude SN Altitude | Color/Freq Location

Cape Alava 48° 09.978'| 124° 45.410'

microCAT
on seaCAT

48° 09.961'| 124° 49.402' 10|20/30 |35

Cape Alava

Kalaloch 47° 36.050'| 124° 25.704'

microCAT

47° 35.674 on seaCAT

Kalaloch 124° 29.824'

Instrument totals 49|SBE37: 5 5| 3|
SBE16: 6
Season  Season
Instruments Beginning End Instrument sampling frequency
FL - DFLSB 1 1 Onset StowAway TidbiT TBI32/UTBI-001 temperature logger T 10 min
FL - FLNTUSB 2 3 Sea-Bird Electronics 37 (MicroCAT) C,T 10 min
C,T (SBE 37) 7 7 Sea-Bird Electronics 16+ (SEACAT), pumped w/ 43 oxygen C,T,D, DO 10 min
C,T,D,DO (SBE 16) 6 5 Sea-Bird Electronics 37 SMP-IDO (MicroCAT) C,T,DO 10 min
C,T,DO (SBE 37) 2 2 Falmouth Scientific 2D-ACM sonic current meter CM 30 min
Current meters 5 4 WETLabs FLNTUSB or DFLSB fluorometer FL 30 or 60 min
Tidbits 89 78
pingers 13 11
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